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These docunents and software are covered under the terns and
conditions of the fP Technol ogies, Inc. Program Li cense Agreenent

You will need to visit our web site www. fptech.net to downl oad the
license for Aserver "G server.lic" or request the license via email or
phone.

G SERVER I nstall ati on

W ndows | nstall:

1. If you are installing Aserver froma fP Technol ogi es installation
CD, go to step 2. If you have downl oaded fileProd from our website,
unzip the fileProd client download file into a tenporary directory
now.

2. Download the giserver.lic file. Refer to section “Cbtaining the
giserver.lic file”.

3. Run Setup.exe fromthe Wndows Start Run dial og box or by clicking
on the setup.exe in the tenporary directory or CDif provided.

Note: |If your systemis setup to autorun CD nedia, the setup.exe wll
be automatically | aunched.

4. Answer the pronpts that the Install Shield asks for.

5. The installation will put a G server lIcon on your Desktop and/or
install dserver as a Service.

6. Copy the downl oaded giserver.lic fromstep 2 into the
~/fp/giserver/lib directory.

7. Either click on the desktop icon to start Gserver. Note that if you
have installed A server as a service, you can also use the control

panel "Services" icon to initially start the service. The service wll
be automatically started for you on subsequent system startups. Refer
to Wndows "Services" for nore detail.

8. After installing Gserver, install dadnmn to nanage/ update your
G server installation(s).

9. After installing Gserver, install dadnmn to nanage/ update your

G server installation(s). Refer to Aadnmin Installation for further
details. Follow the install shield instructions for both the G Adm n and
the fileProd.

ot ai ning the giserver.lic file:

Before going to the website, nake sure you have the follow ng
i nformati on.

* Serial Nunber of the 5.0 software you are running with G server.

* Port# Gserver will listen to. (4350 is default)


http://www.fptech.net

* Nunmber Concurrent Connections that you purchased.
* Email address that is registered with fP Technol ogi es, Inc.

* MAC Address for the conputer that G server will be running on.

Getting the MAC Address:
W ndows:

Not e: The MAC Address is entered as 12 characters with no whitespace
or punctuation you can find the MAC address of the prinmary ethernet
adapter on a Wndows system by using "I PCONFI G /ALL". Wen runni ng
this option, look for a line containing "Physical Address" for your
primary Ethernet adapter. You will see one or nore devices listed
simlar to the follow ng:

0 Et hernet adapter
Description . .
Physi cal Address.
DHCP Enabl ed.

| P Address. .

Subnet Mask .

Def aul t Gateway .
DHCP Server . . . .
Primary WNS Server .
Secondary W NS Server
Lease bt ai ned.

Lease Expires .

1 Et hernet adapter
Description . . .
Physi cal Address.
DHCP Enabl ed.

| P Address.

Subnet Mask . .
Defaul t Gateway .
DHCP Server .o
Primary WNS Server
Secondary W NS Server
Lease bt ai ned.
Lease Expires .

PPP Adapt er.

44- 45- 53- 54- 00- 00
Yes

0.0.0.0

0.0.0.0

255. 255. 255. 255

NDI S 5.0 driver
00- EO- 7D-91- 6C- 3A
Yes

192.168.0.5

255. 255. 255. 0
192.168.0.2
192.168.0.2

02 28 03
03 01 03

02 AM
02 AM

©o

49:
49:

Note that there are two Ethernet adapters identified in the above
exanpl e, one for the nodem (PPP Adapter) and another (NDI'S 5.0
driver) for the primary ethernet adapter. The MAC address (Physical
Address) of the primary ethernet adapter is displayed as 00-EO-7D 91-
6C-3A. This value would be entered as O0E0O7D916C3A when subnitting
your request for the giserver.lic

NOTE: You can al so use WNIPCFG to get this information.

Now go to the Downl oad License section.



SCO UNI X & Cther UNIX:

Not e: The MAC Address is entered as 12 characters with no

whi t espace or punctuation you can find the MAC address of the
primary ethernet adapter on your SCO system by using "ifconfig -a
and |l ook for a line containing "ether" for your primry Ethernet
adapter.

An exanpl e of what you will see when running "ifconfig -a
fol | ows.

| 00: flags=4049 ntu 16384

inet 127.0.0.1 netnmask ff000000

i net/perf: recv size: 49152; send size: 49152;
full-size frames: 1

i net/options: -rfcl323

net 0: flags=4043 nmtu 1500

i net 64.220.102.170 netnmask ffffffeO broadcast 64.220.102.191
i net/perf:

recv size: 24576;

send size: 24576; full-size frames: 1

i net/options: rfcl323

et her 00: 10:5a: 20: cd: c4

The MAC address (ether) of the primary ethernet adapter is
di spl ayed as 00: 10: 5a: 20: cd: c4

This val ue woul d be entered as 00105a20cdc4 when submitting your
request for the giserver.lic file.

Now go to the Downl oad License section.
LI NUX:

Not e: The MAC Address is entered as 12 characters with no

whi t espace or punctuation you can find the MAC address of the
primary ethernet adapter on your LINUX system by using "ifconfig".
|l ook for a line containing "HWddr" for your prinmary Ethernet
adapter. You will see one or nore devices listed simlar to the
fol |l owi ng.

et hO Li nk encap: Et hernet HWaddr 00: 50: DA: OD: 1B: CO
i net addr: 64.220.102. 180
Bcast: 64. 220. 102. 191 Mask: 255. 255. 255. 224
UP BROADCAST RUNNI NG MULTI CAST MTU: 1500 Metric:1
RX packets: 77134 errors: 0 dropped: 0 overruns: 0 frane:
TX packets: 24540 errors: 0 dropped: 0 overruns: 0 carrier:0
col l'isions: 0 txqueuel en: 100
RX byt es: 46417456 (44.2 Md) TX bytes: 4504332 (4.2 M)
Interrupt: 11 Base address: 0x1000

o Li nk encap: Local Loopback
inet addr:127.0.0.1 Mask:255.0.0.0
UP LOOPBACK RUNNI NG MrU: 16436 Metric:1
RX packets: 692 errors: 0 dropped: 0 overruns: 0 frame: 0
TX packets: 692 errors: 0 dropped: 0 overruns: 0 carrier:0



col lisions: 0 txqueuelen:0
RX byt es: 48363 (47.2 Kb)
TX byt es: 48363 (47.2 Kb)
The MAC address (Physical Address) of the primary ethernet adapter is
di spl ayed as 00:50: DA: OD: 1B: C0. This val ue would be entered as
0050DA0D1BCO when downl oadi ng your giserver.lic file.
Downl oad Li cense
Poi nt your browser to:
fptech website
Then click on:

filePro - Downl oads - giserver License File Download -

Be careful entering the required information. Once you have entered

the infornmation, the resulting giserver.lic file will be |l ocked to
that e.g. MAC address, Port and Maxi mum Concurrent Connection count.
You will not be able to re-generate a new giserver.lic file with

di fferent settings without contacting fP Technol ogi es sales. You will
be able to re-generate another copy with the current settings at any
tinme.

SCO UNL X Install:

Pl ease note: To run the G server, the video display node
must be set to at | east 256 colors or above.
SCO Open Server 5.0.5 G server Installation Notes

If you have a previous version of OSR5 you MJST upgrade to version
5.0.5.,have the UDK Conpatibility Software Version 7.11 (OSRconpat 711)
and java2.jre2 installed in order to run G Server. (See instructions
bel ow) .
giserver.gz is a gzipped tar file. To gunzip giserver.gz you nust have
"gunzip'. |If you do not have it you can downl oad gzip.tar fromthe
"Downl oad" section of our web site, www. fptechnol ogi es.com
cd to a directory that is in the PATH then extract gzip.tar wth:

tar xvf gzip.tar
To gunzip giserver.gz type:

gunzi p gi server.gz
Once gunzipped it will be called d server
G server can be installed in the sane directory where you keep filePro
but it is usually kept in a separate directory, for example, (/appl/fp),

however, d server does not have to be installed on the sanme nmachi ne that
has filePro. It can be kept on another nachine on the network.
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To install G server:

1. Change to the directory where you have decided to install G server.
In this exanple we will use /appl/fp for the install directory and
/trp/giserver for the |ocation of the G server tarball

cd /appl/fp
2. Extract giserver wth:
tar xvf /tnp/giserver
3. To finish the install
./ giserver.finish

4. Cbtain file giserver.lic fromour website. Refer to the section

“(btaining the giserver.lic file”.

5. Place the downl oaded giserver.lic into the ~/fp/giserver/lib

directory.

| MPORTANT:

G server on OSR5.0.5 REQUI RES the UDK Conpatibility Software Version
7.11 (OSRconpat 711) and java2.jre2 in order to run

Un-install any previous version of UDK Conpatibility Software
before installing OSRconpat 711.

To install OSRconpat711
Downl oad DL27510P000. t ar
Move DL27510P000.tar file into a directory call ed osrconpat
Change to the ./osrconpat directory
Extract the file with:
tar -xvf DL27510P000.t ar
Unconpress the resulting file with:
unconpress OSRconpat. 711. pkg. Z
Install OSRconpat.711. pkg with:
pkgadd -d /OSRconpat. 711. pkg
YOU ALSO NEED java2.jre2. |If you already have a previous version of
java installed it does not have to be uninstalled; however, you do need

to put /usr/jre2/bin into the PATH prior to the existing java address.

For LINUX servers:



The distribution CD contains all files needed to install d server on
Linux platforns. The java2 installation varies depending on the platform
you are running. There is a separate Readme_java file for each platform
support ed.

The first step is to extract the Gserver files (into /appl/fp
recommended) and run gi server/finish.

See Readne_gi server (Readne_fpserver) for instructions. |If you don't
have a proper version of java2 installed you will be informed and told
whi ch java package to install. The java2 installation varies depending

on the platformyou are running. There are separate Readne_j avaPLATFORM
and java2jre2 PLATFORMtar files for each platform supported.

Installing java2: ---
G server requires java2 version 1.2 or better.

If you are using the A server CD then nount the CD using the
instructions that you received with the CD

I f you downl oaded giserver.gz off of the web site then the files you

will need to install java2 are in rpmformat in java2jre2 RPMtar and
sel f-extracting binary format in java2jre2 Linux.tar. They are |ocated
under Uilities - linux. Download the appropriate file to the /mt
directory.

java2jre2 Linux.tar contains j2re_1 3 O-linux.bin and
javaz2jre2_RPMtar contains j2re-1_3 0-linux.rpm bin.

To install j2re 1 3 O-linux.tar:

If not already root enter: su

Move to /usr/java directory cd /usr/java

Extract j2re-1 3 0-1inux.bin tar xvf java2jre2_Linux.tar
Install j2re-1 3 0-linux.bin ./j2re-1_3 0-linux.bin

java2 is installed.

To install j2re_ 1 3 O-linux-rpmtar:

If not already root enter: su
Move to /usr/java directory cd /usr/java
Extract j2re-1_3 O-linux-rpmbin tar xvf java2jre2_ RPMtar

Extract j2re-1 3 O-1inux.rpm ./j2re-1_3 0-linux-rpmbin



Install j2re-1 3 O-linux.rpm rpm-iv j2re-1_3 O-
[inux.rpm

Note: It can happen that your installation may fail with a nessage such
as "glibc >= 2.1.2-11 is needed by jre-1.3" even though glibc2.1.29 (or
greater) is on your system This can happen when your glibc was not
installed as part of an rpm package and is therefore not on the rpmfile
list. In that case, this JRE 1.3 rpminstallation package won't
recogni ze that glibc is installed. To force the JRE 1.3 installation to
proceed, use the --force option

rpm-iv --force j2re-1_3 O-1inux.rpm
To install the Java Plug-in follow these steps:
Uninstall previous installation of the Java Plug-in, if applicable.

rm-fr $HOWE . net scape/j ava
rm $HOVE/ . net scape/ pl ugi ns/j avapul ugi n. so

Set the NPX PLUG N_PATH environment vari abl e
export NPX PLUG N PATH=/usr/javaljrel. 3/ plugin/i386
Start your Netscape browser. |If your browser is already running,

close it and restart it. Close and restart your Netscape browser again
This is necessary because of bug 4358142.

d server Installation Notes: 12/ 26/ 00

If you are using the A server CD then nmount the CD using the
instructions that you received with the CD

giserver.gz is a gzipped tar file. If you don't have 'gzip' see the
Readrme_j ava for your operating system

In this Readme the /mt directory will be used to downl oad/install al
packages.

Installing A server Linux:

G server will nornmally be installed in an giserver directory under the
fp directory. |If the fp directory is /appl/fp, then when the install is
conplete, there will be an /appl/fp/giserver directory and gi server.jar
will beinit.

To install dserver:

1. Change to the directory where you have decided to install G server.



In this exanple we will use /appl/fp for the install directory and
/mt/giserver.gz for the location of the G server tarball

cd /appl/fp
2. Extract giserver wth:
tar xvf /tnp/giserver
3. To finish the install
gi server. finish
4., Obtain file giserver.lic fromour website. Refer to section
“btaining the giserver.lic file”.
5. Place giserver.lic into the /appl/fp/giserver/lib directory.
6. G server is nowready to run. G server can be started fromeither a

termw ndow or a character screen by typing: ./startgi& fromwthin the
~/ appl / f p/ gi server directory.

Configuring dserver ---
To start G server type: G server

The first time you run G server you will need to 'Setup Users'.
To do this dick on "Edits' then select 'User Configuration'.
Doubl e-click on 'usernane.cfg" and change the 'password:' field
to the password for the first user.

Make sure to press when leaving the field or the field val ue
wi I | NOT be changed.

Click on 'file' then 'save-as' and enter an appropriate
filename.

If the user's Unix login name is 'fred - then use 'fred.cfg

Repeat this process for all users.
Change H story for d server

* 1.13 added GracePeri odWarni ng

* 1.14 nodified Producer.doRawiwbde to use BufferedQut put Stream

* 1.15 bug fix for change in 1.14

* 1.16 internally buffer raw nmode input until newline or end_of_raw node
sequence received

* 1.17 back out 1.16 changes

* 1.18 flush raw node output stream before 'sleep' if anything in buffer
* 1.19 now accept (and | og) version nunber of filePro programs in
PROCESS | NI T nessage



* 1.20 set FPCLI ENT_FEATURE=7 for dclient connections - tnp workaround
for filePro purposes

* 1.21 use FilelnputStream and byte[] for reading license

i nstead of FileReader and char[] to avoid encodi ng probl ens

* 1.22 FEATURES FLAG changes to CONNECTI ON_|I NFO nessage for Ken

* 1.23 Changed server response to too many connections

now t he server sends a nessage and cl oses the socket

* 1.24 nunerous changes for adnmin nodul e

* 1.25 fix for raw node timng bug - noved node switch to before buffer
flush

* 1.26 changed secondary license file updating to renove requirenent for
Java 1.3 or beyond

* 1.261 fixed potential "NullPointerException” in logging in

Pr oducer . doRawiMbde

* 1.262 added debug code to show when nessages are actually sent

. 263 made raw node sl eep code conditional on Wndows platform

. 264 additional debuggi ng code

. 265 additional debuggi ng code

. 266 additional debuggi ng code - Message Types as text

. 267 added sending log files to adm n nodule for renote view ng

. 268a added 1.4 conditional code to force di sk updates

.269 only call 1268a conditional code when | ogs are requested by
dm n nodul e

. 270 added debuggi ng info for forced updates

. 271 renoved additional debugging info for forced updates

. 272 added logging (in server.err) of failed adm n | ogins

nodified license file format to acconmpdate di sconnected w ndows
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apt ops

1.301 only do check for prinmary drive serial nunber on W ndows

1.302 cl osed hol e where 000000000000 was considered a valid MAC
address for licensing fixed bug introduced in 1.300 where only the first
of multiple MAC addresses was checked
* 1.303 added | oggi ng of default user properties to |ogging of
environnent (if |ogEnvironment=true is set for user
* 1.304 nodified | oading of gethost library to show java.library.path if
load fails
* 1.305 nmodified login routines to allow for enpty password if expires
(in giserver.cfg) is set to anything other than 0 enpty password are
di sal | owed.
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